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GSM identities. These should be interpreted as being references to the corresponding ETSI deliverables. 

The cross reference between GSM, UMTS, 3 GPP and ETSI identities can be found under 
http://webapp.etsi.org/key/queryform. asp . 



ETSI 



3GPP TS 36.508 version 9.9.0 Release 9 3 ETSI TS 1 36 508 V9.9.0 (201 2-07) 



Contents 



Intellectual Property Rights 2 

Foreword 2 

Foreword 4 

Introduction 4 

1 Scope 5 

2 References 5 

3 Definitions, symbols and abbreviations 5 

4 Common test environment 5 

5 to 7 Void 5 

Annex A: Void 6 

Annex B (informative): Change history 7 

History 19 



ETSI 



3GPP TS 36.508 version 9.9.0 Release 9 4 ETSI TS 1 36 508 V9.9.0 (201 2-07) 



Foreword 



rd , 



This Technical Specification has been produced by the 3 Generation Partnership Project (3 GPP). 

The contents of the present document are subject to continuing work within the TSG and may change following formal 
TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an 
identifying change of release date and an increase in version number as follows: 

Version x.y.z 

where: 

X the first digit: 

1 presented to TSG for information; 

2 presented to TSG for approval; 

3 or greater indicates TSG approved document under change control. 

y the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, 
updates, etc. 

z the third digit is incremented when editorial only changes have been incorporated in the document. 



Introduction 

The definition of the Conformance Tests for UE in E-UTRAN will be a complex task as the complete test suite covers 
RF, EMC and Protocol aspects of the UE. 

Each test requires a Test Environment to be defined in which the UE has to operate to defined standards, constraints and 
performance. The overall task can be simplified if there are a number of well defined and agreed Common Test 
Environments where every one can be used for a number of tests. Hence the present document defines testing 
conditions that are common to several tests avoiding the need to duplicate the same information for every single test. 

The present document defines default values for a variety of common areas. Where values are not specified in test 
cases, the defaults in the present document will apply. If specified, the test case values will take precedence. 
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1 Scope 



The present document contains definitions of reference conditions and test signals, default parameters, reference radio 
bearer configurations used in radio bearer interoperability testing, common radio bearer configurations for other test 
purposes, common requirements for test equipment and generic set-up procedures for use in conformance tests for the 
3'"^ Generation E-UTRAN User Equipment (UE). 



References 



The following documents contain provisions which, through reference in this text, constitute provisions of the present 
document. 

• References are either specific (identified by date of publication, edition number, version number, etc.) or 
non-specific. 

• For a specific reference, subsequent revisions do not apply. 

• For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including 
a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same 
Release as the present document. 



[1] to [49] (void) 

[50] 3GPP TS 36.508 Release 10: "Evolved Universal Terrestrial Radio Access (E-UTRA) and 

Evolved Packet Core (EPC); Common test environments for User Equipment (UE) conformance 
testing". 



3 Definitions, symbols and abbreviations 

Void 

4 Common test environment 

The requirements of the present document are provided in 3GPP TS 36.508 Release 10 [50]. 



5 to 7 Void 
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Annex A:Void 
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Annex B (informative): 
Change history 
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Level 


Doc-1st-Level 


CR 


Rev 


Subject 


Cat 


Version 
-Current 


Version 
-New 


Doc-2nd- 
Level 


RAN5 
#37 


R5-073107 






Skeleton proposed for RAN5#37 Jeju 






0.0.1 




RAN5 
LTE 
worksh 
op 


R5W080007 






Proposed for RAN5 LTE workshop, Sophia Antipolis 




0.0.1 


0.0.2 




RAN5 
#39 


R5-081167 






Following proposals have been incorporated: 

R5w080046 

R5W080026 

R5W080036 




0.0.2 


0.0.3 




RAN5 
#39 


R5-081615 






Following proposals and many editorial corrections have 
been incorporated: 

R5-081564, R5-081561, R5-081248, R5-081530, R5- 
081126, R5-081443, R5-081382, R5-081200 




0.0.3 


0.1.0 




RAN5 
#39bis 


R5-082141 






Following proposals and many editorial corrections have 

been incorporated: 

R5-082149, "Updates of reference test conditions for TS 

36.508" 

R5-082148, "Addition of E-UTRA TDD Test frequencies 

for TS36.508" 

R5-082150, "Default downlink signal channel powers for 

LTE UE test" 

R5-082146, "Addition of Cell Environment for multi Cell 

Configuration" 

R5-082140, "Proposal of LTE reference system 

configurations for TS 36.508" 

R5-082204, "Addition of Cell and UE configuration for 

TS 36.508" 

R5-082090, "Update of default RRC message contents" 

R5-082100, "Proposal on Structure of Default IVIessage 

Contents for TS 36.508" 

R5-082091 , "Addition of SRB and DRB radio bearer 

combinations to 36.508" 

R5-082173, "Connection Diagrams for TX and RX tests" 




0.1.0 


0.2.0 




RAN5 
#40 


R5-083399 






Following proposals have been incorporated: 

R5-083800, "IVIapping of DL physical channels to 

physical resources for TS 36.508", NEC 

R5-083403, "Addition of New Cell Environment for multi 

Cell Configuration", NTT DOCOIVIO 

R5-083529, "Proposal on default system information 

contents for TS 36.508", NTT DOCOIVIO 

R5-083395, "Corrections to generic procedures in TS 

36.508", NTT DOCOMO 

R5-083623, "Update of RRC default message contents 

and RB combination parameters", Ericsson 

R5-083622, "Radio Resource Configuration 

specification for TS 36.508", NEC 

R5-083397, "Addition of Default NAS message contents 

in TS 36.508", NTT DOCOIVIO 




0.2.0 


1.0.0 




RAN5 
#40bis 


R5-084102 






Following proposals have been incorporated: 

R5-084101 , "Missing corrections to TS 36.508" 

R5-0841 1 0, "Updates of Test frequencies for TS 

36.508" 

R5-084144, "The mapping of DL physical channels to 

physical resources for TS 36.508" 

R5-084198, "Update of RA and RB power ratios 

definition in TS 36.508" 

R5-084199, "Update of Reference System Configuration 

in 36.508" 

R5-084109, "Addition of default RRC message contents 

to TS 36.508" 

R5-084202, "Update of RRC Message Contents and RB 

Configurations in 36.508" 

R5-084265, "Addition of default RRC message contents 

for handover" 

R5-084162, "Connection Diagrams for performance 




1.0.0 


1.1.0 
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Version 
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-New 
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tests" 










RAN5 
#41 


R5-085145 






Following proposals have been incorporated: 

R5-085087, "Updates of Test frequencies for TS 

36.508" 

R5-085701 , "Cleaning up section 5 in TS 36.508" 

R5-085252, "Correction to Section 4.3.3.2 of TS 36.508" 

R5-085315, "Connection Diagrams: delete the editorial 

note" 

R5-085454, "Addition of timer tolerances" 

R5-085566, "Addition of default settings of suitable / 

non-suitable cells in TS 36.508" 

R5-085541 , "Update to default configurations of 

simulated cells in TS 36.508" 

R5-085514, "Update to default configurations of system 

information blocks in TS 36.508" 

R5-085472, "Addition of default settings of suitable / 

non-suitable cells in TS 36.508" 

R5-085394, "Update of Reference system 

configurations in 36.508" 

R5-085457, "Update to generic procedure in TS 36.508" 

R5-085458, "Addition of new generic procedure to 

check the UE does not answer to paging" 

R5-085523, "Update of default RRC message contents" 

R5-085381 , "Addition to default RRC IE contents for 

measurement configuration" 

R5-085469, "Update to default NAS message contents 

in TS 36.508" 

R5-085451 , "Parameter settings for reference RB 

configurations" 

R5-085556, "Common test USIIVI parameters for EPS 

testing" 




1.1.0 


2.0.0 




RAN#4 
2 


RP-085145 






Approval of version 2.0.0 at RAN#42, then updated to v 
8.0.0. 




2.0.0 


8.0.0 












Editorial corrections. 




8.0.0 


8.0.1 




RAN5 
#41 bis 


R5-086021 


0001 


- 


Introduction of half cell configurations in eUTRA SS 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086166 


0002 


- 


Removal of Redundant Environmental Conditions 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086221 


0003 


- 


CR to 36.508: correction of EARFCN 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086226 


0004 


- 


Correction to the default system informations in TS 
36.508 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086236 


0005 


- 


Connection diagrams for RRIVI 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086346 


0006 


- 


Update of the default message AUTHENTICATION 
FAILURE 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086362 


0007 


- 


update of reference configuration systems for 
CDMA2000 in 36.508 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086363 


0008 


- 


Updated of common and default parameters for 
CDMA2000 cells 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086364 


0009 


- 


Update of System lnformationBlockType8 in 36.508 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086369 


0010 


- 


Addition of reference EPS bearer contexts 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086370 


0011 


- 


Mapping of default DL Physical Channels for TDD in 
36.508 




8.0.1 


8.1.0 




RAN5 
#41 bis 


R5-086400 


0012 


- 


Addition of RS_EPRE powers to default DL signal levels 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090084 


0013 


- 


Test procedure to verify that an EPS bearer context is 
active 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090362 


0014 


- 


Correction to the definition of simulated NAS cells in TS 
36.508 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090464 


0015 


- 


Clean up the test algorithm for authentication 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090586 


0016 


- 


Add specific information elements for RRC 
reconfiguration 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090630 


0017 


- 


Introduction of alternative DRX configurations 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090681 


0018 


- 


Correction to the default NAS message contents in TS 
36.508 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090682 


0019 


- 


Correction to the definition of simulated cells in TS 
36.508 




8.0.1 


8.1.0 
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Doc-2nd- 
Level 


RAN5 
#42 


R5-090698 


0020 


- 


Update of 4.5 generic procedures in 36.508 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090699 


0021 


- 


TDD RTT correction for timer tolerance 




8.0.1 


8.1.0 




RAN5 
#42 


R5-090759 


0022 


- 


Correction to the default RRC message contents in TS 
36.508 




8.0.1 


8.1.0 




RAN5 
#42 


R5-091000 


0023 


- 


Correction to clause 4.3.3.3 




8.0.1 


8.1.0 




RAN5 
#42 


R5-091001 


0024 


- 


LTE-RF: Clarification to 36.508 Simulated Cells for RF 
tests 




8.0.1 


8.1.0 




RAN5 
#43 


RP-090447 


0025 


- 


Correction to Cell off power 




8.1.0 


8.2.0 


R5-092086 


RAN5 
#43 


RP-090447 


0026 


- 


LTE Signalling Tests: UE Rx antenna connection 




8.1.0 


8.2.0 


R5-092087 


RAN5 
#43 


RP-090448 


0027 


- 


CR to 36.508 for subclause 4.3.1 channel bandwidth 
clarification for RF tests (re-submit no changes) 




8.1.0 


8.2.0 


R5-092124 


RAN5 
#43 


RP-090448 


0028 


- 


Text for 4.2.2: IVIinimum functional requirements 




8.1.0 


8.2.0 


R5-092128 


RAN5 
#43 


RP-090448 


0029 


- 


Annex A: transition from 1 to 2 RX antenna 




8.1.0 


8.2.0 


R5-092132 


RAN5 
#43 


RP-090447 


0030 


- 


Update of SN length in UIVI RLC default configuration 




8.1.0 


8.2.0 


R5-092202 


RAN5 
#43 


RP-090448 


0031 


- 


TP for simulated UTRA TDD cell parameter 




8.1.0 


8.2.0 


R5-092275 


RAN5 
#43 


RP-090447 


0032 


- 


Correction to specific message contents in setup 
procedure in TS 36.508 




8.1.0 


8.2.0 


R5-092349 


RAN5 
#43 


RP-090447 


0033 


- 


Correction to the definition of simulated NAS cells in TS 
36.508 




8.1.0 


8.2.0 


R5-092352 


RAN5 
#43 


RP-090447 


0034 


- 


CR on 6.7 TDD Timer Tolerance in 36.508 




8.1.0 


8.2.0 


R5-092363 


RAN5 
#43 


RP-090448 


0044 


- 


Update of 4.5.2A in 36.508 (Re-submit not change) 




8.1.0 


8.2.0 


R5-092457 


RAN5 
#43 


RP-090448 


0035 


- 


Default value of q-RxLevMin for RF TCs 




8.1.0 


8.2.0 


R5-092458 


RAN5 
#43 


RP-090598 


0045 


- 


CR to 36.508 Addition of test frequencies for band 18 
and band 19 




8.1.0 


8.2.0 


R5-092535 


RAN5 
#43 


RP-090447 


0036 


- 


Update of the default NAS message contents in TS 
36.508 




8.1.0 


8.2.0 


R5-092708 


RAN5 
#43 


RP-090447 


0037 


- 


Correction to reference radio bearer configurations 




8.1.0 


8.2.0 


R5-092721 


RAN5 
#43 


RP-090447 


0038 


- 


Definition of default Test Control (TC) messages 




8.1.0 


8.2.0 


R5-092734 


RAN5 
#43 


RP-090448 


0039 


- 


Modification of procedures in section 4.5.2.3 /4.5.2A 




8.1.0 


8.2.0 


R5-092735 


RAN5 
#43 


RP-090447 


0040 


- 


Addition of default physical layer parameters 




8.1.0 


8.2.0 


R5-092736 


RAN5 
#43 


RP-090447 


0041 


- 


Correction to default RRC message contents 




8.1.0 


8.2.0 


R5-092738 


RAN5 
#43 


RP-090447 


0042 




Introduction in 36.508 of a common tracking/routing 
area update procedure for Idle mode and RRC 
connection release test cases 




8.1.0 


8.2.0 


R5-092765 


RAN5 
#43 


RP-090447 


0043 


- 


Corrections to default system configurations in TS 
36.508 




8.1.0 


8.2.0 


R5-092773 


RAN5 
#43 


RP-090447 


0046 


- 


Max. resources for signalling test cases 




8.1.0 


8.2.0 


R5-092723 


- 


- 


- 


- 


Editorial corrections and merging of all sections together 




8.2.0 


8.2.1 


- 


RAN5 
#44 


RP-090802 


0047 


- 


Correction to the default value of ul-Bandwidth in TS 
36.508 




8.2.1 


8.3.0 


R5-094059 


RAN5 
#44 


RP-090802 


0048 


- 


UTRAN SIB scheduling for LTE interRAT test 




8.2.1 


8.3.0 


R5-094072 


RAN5 
#44 


RP-090802 


0049 


- 


Correction to the default NAS message contents 




8.2.1 


8.3.0 


R5-094141 


RAN5 
#44 


RP-090802 


0050 


- 


TDD fields in default physical layer parameters 




8.2.1 


8.3.0 


R5-094279 


RAN5 
#44 


RP-090802 


0051 




Addition of UTRA reference radio bearer parameters 
and GERAN reference PDP context parameters for E- 
UTRAInter-RAT testing 




8.2.1 


8.3.0 


R5-094304 


RAN5 
#44 


RP-090801 


0052 


- 


System information scheduling for RF testing 




8.2.1 


8.3.0 


R5-09431 1 


RAN5 
#44 


RP-090801 


0053 


- 


Connection for 1 cell with antenna configuration 1x2 in 
static propagation conditions 




8.2.1 


8.3.0 


R5-094364 


RAN5 


RP-090801 


0054 


- 


Correction to 4.3.1 .2.5 TDD reference test frequencies 




8.2.1 


8.3.0 


R5-094373 
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#44 








for Operating Band 37 










RAN5 
#44 


RP-090801 


0055 


- 


LTE RF: Physical Layer configurations for RF/RRIVI 
testing 




8.2.1 


8.3.0 


R5-094421 


RAN5 
#44 


RP-090802 


0056 


- 


Update of SN length in PDCP default configuration 




8.2.1 


8.3.0 


R5-094533 


RAN5 
#44 


RP-090802 


0057 


- 


Corrections to default RRC message and IE contents 




8.2.1 


8.3.0 


R5-094639 


RAN5 
#44 


RP-090801 


0058 


- 


Update of TDD reference test frequencies for operating 
band 40 




8.2.1 


8.3.0 


R5-094786 


RAN5 
#44 


RP-090810 


0059 


- 


TDD special subframe pattern update 




8.2.1 


8.3.0 


R5-094901 


RAN5 
#44 


RP-090802 


0060 


- 


corrections to reference RB configurations 




8.2.1 


8.3.0 


R5-095064 


RAN5 
#44 


RP-090802 


0061 


- 


Correction of test procedure 6.4.2.7 in TS 36.508 




8.2.1 


8.3.0 


R5-095093 


RAN5 
#44 


RP-090802 


0062 


- 


Adding new elementary files to the default USIIVI 
settings 




8.2.1 


8.3.0 


R5-095100 


RAN5 
#44 


RP-090802 


0063 


- 


Correction to the Test procedure to check RRCJDLE 
state 




8.2.1 


8.3.0 


R5-095102 


RAN5 
#44 


RP-090802 


0064 


- 


Introduction of UE mode of operation into NAS default 
message contents 




8.2.1 


8.3.0 


R5-095138 


RAN5 
#44 


RP-090802 


0065 


- 


TDD ACK/NACK feedback mode update 




8.2.1 


8.3.0 


R5-095152 


RAN5 
#44 


RP-090802 


0066 


- 


Corrections to default signal levels 




8.2.1 


8.3.0 


R5-095206 


RAN5 
#44 


RP-090802 


0067 


- 


Update to default messages in regard to IP address 
allocation 




8.2.1 


8.3.0 


R5-095218 


RAN5 
#45 


RP-091121 


0068 


- 


Correction to 4.3.1 .2.6 TDD reference test frequencies 
for Operating Band 38 




8.3.0 


8.4.0 


R5-095486 


RAN5 
#45 


RP-091121 


0069 


- 


Correction CR to 36.508: Set the default parameter for 
offsetFreq in MeasObjectGERAN Information Element 




8.3.0 


8.4.0 


R5-095514 


RAN5 
#45 


RP-091470 


0070 


- 


Addition of HSPA UTRA reference radio bearer 
parameters for E-UTRA Inter-RAT testing 




8.3.0 


8.4.0 


R5-095555 


RAN5 
#45 


RP-091122 


0071 


- 


Introduction of RS power boosting to reduce 
interference 




8.3.0 


8.4.0 


R5-095594 


RAN5 
#45 


RP-091122 


0072 


- 


Corrections to default RRC message contents 




8.3.0 


8.4.0 


R5-095651 


RAN5 
#45 


RP-091122 


0073 


- 


Clarification for Cell Configuration Identifiers in 36.508 




8.3.0 


8.4.0 


R5-096005 


RAN5 
#45 


RP-091122 


0074 


- 


Correction to the generic procedure for IP allocation and 
more 




8.3.0 


8.4.0 


R5-096114 


RAN5 
#45 


RP-091122 


0075 


- 


Addition of new generic procedure for TAU after inter- 
RAT HO from UTRA 




8.3.0 


8.4.0 


R5-096115 


RAN5 
#45 


RP-091122 


0076 


- 


Update of header chapter 5.2 in 36.508 




8.3.0 


8.4.0 


R5-096202 


RAN5 
#45 


RP-091122 


0077 


- 


Correction to the default NAS message contents 




8.3.0 


8.4.0 


R5-096403 


RAN5 
#45 


RP-091122 


0078 


- 


cell frequency allocation 




8.3.0 


8.4.0 


R5-096440 


RAN5 
#45 


RP-091122 


0079 


- 


Correction for IP address allocation 




8.3.0 


8.4.0 


R5-096447 


RAN5 
#45 


RP-091122 


0080 


- 


LAI and TMSI in ATTACH ACCEPT and TAU ACCEPT 
messages 




8.3.0 


8.4.0 


R5-096449 


RAN5 
#45 


RP-091122 


0081 


- 


Addition of generic procedure for IP address allocation / 
configuration in U-plane 




8.3.0 


8.4.0 


R5-096455 


RAN5 
#45 


RP-091122 


0082 


- 


Correction of test procedures in TS 36.508 




8.3.0 


8.4.0 


R5-096456 


RAN5 
#45 


RP-091122 


0083 


- 


Update of MAC configuration for disabling PHR and 
BSR for L2 test cases 




8.3.0 


8.4.0 


R5-096458 


RAN5 
#45 


RP-091122 


0084 


- 


Addition of default UTRA message contents to TS 
36.508 




8.3.0 


8.4.0 


R5-096461 


RAN5 
#45 


RP-091122 


0085 


- 


Clarification to the mapping of GERAN cells and the 
default parameter values 




8.3.0 


8.4.0 


R5-096462 


RAN5 
#45 


RP-091122 


0086 


- 


Correction of TFTs for reference dedicated EPS bearer 
contexts 




8.3.0 


8.4.0 


R5-096464 


RAN5 
#45 


RP-091122 


0087 


- 


Cleanup of default NAS message contents 




8.3.0 


8.4.0 


R5-096465 


RAN5 
#45 


RP-091122 


0088 


- 


LTE-Sig: Assignment of different rootSequencelndex for 
cells at the same frequency 




8.3.0 


8.4.0 


R5-096641 


RAN5 
#46 


RP-100143 


0089 


- 


Correction of SIB1 9 scheduling position in the 
neighbouring UTRA cell 




8.4.0 


8.5.0 


R5-1 00086 
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RAN5 
#46 


RP-100143 


0091 


- 


Correction of Quantity Configuration for EUTRA 




8.4.0 


8.5.0 


R5-100110 


RAN5 
#46 


RP-100143 


0092 


- 


Correction for the offset value of RSRP in EUTRA 




8.4.0 


8.5.0 


R5-100111 


RAN5 
#46 


RP-100143 


0093 


- 


SIBIOandSIBII periodicity 




8.4.0 


8.5.0 


R5-100112 


RAN5 
#46 


RP-100143 


0094 


- 


Assignment of rootSequencelndex for simulated NAS 
cells in different PLIVINs 




8.4.0 


8.5.0 


R5-1 00260 


RAN5 
#46 


RP-100143 


0095 


- 


Editorial correction to the default value of 'p-a' 




8.4.0 


8.5.0 


R5-1 00261 


RAN5 
#46 


RP-100142 


0096 


- 


New chapter: Test environment for RRIVI tests 




8.4.0 


8.5.0 


R5-1 00396 


RAN5 
#46 


RP-100143 


0097 


- 


Remove UIVI in DRB reconfiguration 




8.4.0 


8.5.0 


R5-1 00487 


RAN5 
#46 


RP-100143 


0098 


- 


Addition of default power allocation for two TX antennas 




8.4.0 


8.5.0 


R5-100518 


RAN5 
#46 


RP-100143 


0099 




Correction to TFT parameters used in ACTIVATE 
DEDICATED EPS BEARER CONTEXT REQUEST 
message 




8.4.0 


8.5.0 


R5-1 00771 


RAN5 
#46 


RP-100143 


0100 


- 


Update to RRC common messages for support of test 
cases for MIMO 




8.4.0 


8.5.0 


R5-1 00786 


RAN5 
#46 


RP-100152 


0101 


- 


Adding band 20 in 36.508 




8.4.0 


8.5.0 


R5-1 00846 


RAN5 
#46 


RP-100154 


0102 


- 


CR to 36.508: Update test frequencies with extended 
LTE1500 operating bands 




8.4.0 


8.5.0 


R5-1 00847 


RAN5 
#46 


RP-100143 


0103 




Defining default message contents for ATTACH/TAU 
REQUEST/ACCEPT messages according to UE 
capability 




8.4.0 


8.5.0 


R5-101021 


RAN5 
#46 


RP-100143 


0104 


- 


Limitation of simultaneous co-existence of intra-freq 
cells to reduce interference 




8.4.0 


8.5.0 


R5-101029 


RAN5 
#46 


RP-100143 


0105 


- 


An additional option for IP address allocation in test 
cases using UE test mode 




8.4.0 


8.5.0 


R5-101045 


RAN5 
#46 


RP-100143 


0106 


- 


Specify default UL NAS check 




8.4.0 


8.5.0 


R5-101051 


RAN5 
#46 


RP-100143 


0107 


- 


Correct default requirement for some mandatory 
information elements 




8.4.0 


8.5.0 


R5-101052 


RAN5 
#46 


RP-100142 


0108 


- 


Addition of Tracking area updating procedure 




8.4.0 


8.5.0 


R5-101136 


RAN5 
#46 


RP-100143 


0109 


- 


Clarification of Security Protection for NAS Messages 




8.4.0 


8.5.0 


R5-101147 


RAN5 
#46 


RP-100143 


0110 


- 


Update to layer 2 UM test cases to increase the drx- 
Inactivity Timer to psf200 




8.4.0 


8.5.0 


R5-101178 


RAN5 
#46 


RP-100143 


0111 


- 


Addition of new generic procedure for bearer 
establishment for MO call. 




8.4.0 


8.5.0 


R5-101187 


RAN5 
#46 


RP-100143 


0112 


- 


update of default bandwidth configuration for signalling 




8.4.0 


8.5.0 


R5-101207 


RP#47 


- 


- 


- 


Moved to V9.0.0 with no change 




8.5.0 


9.0.0 


- 


RP#48 


RP-1 00510 


0143 




Clarification of security protection when NAS security 
mode procedure has taken place outside of a TC 
sequence 




9.0.0 


9.1.0 


R5-1 03085 


RP#48 


RP-1 00523 


0113 


- 


CR to 36.508: Update of EARFCN for band 21 




9.0.0 


9.1.0 


R5-103101 


RP#48 


RP-1 00510 


0114 


- 


Correction to the default message contents of 
EXTENDED SERVICE REQUEST 




9.0.0 


9.1.0 


R5-103128 


RP#48 


RP-1 00510 


0115 


- 


Removal of unrealistic network behaviour from generic 
procedures 




9.0.0 


9.1.0 


R5-1 03223 


RP#48 


RP-1 00510 


0116 


- 


Correction of table numbers in clause 6.2.3.1 




9.0.0 


9.1.0 


R5-1 03232 


RP#48 


RP-1 00510 


0117 


- 


Correction to default values for 
PhysicalConfigDedicated and MIMO 




9.0.0 


9.1.0 


R5-1 03287 


RP#48 


RP-1 00510 


0118 


- 


Correction to SR-Configlndex for LTE TDD signalling 
test cases 




9.0.0 


9.1.0 


R5-1 03290 


RP#48 


RP-1 00510 


0119 


- 


Correction to MME Group ID to set MSB to 1 




9.0.0 


9.1.0 


R5-1 03298 


RP#48 


RP-1 00500 


0144 


- 


Connection diagram for test 8.1 1 .2 (3 cells) 




9.0.0 


9.1.0 


R5-1 03311 


RP#48 


RP-1 00510 


0120 


- 


New combination of system information blocks for CSG 
Cell in TS 36.508 




9.0.0 


9.1.0 


R5-1 03363 


RP#48 


RP-1 00510 


0121 


- 


Clarification of security protection for detach request 
message 




9.0.0 


9.1.0 


R5-1 03368 
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RP#48 


RP-1 00510 


0122 


- 


Corrections to cell numbers for 3GPP2 Inter-RAT 
network scenarios 




9.0.0 


9.1.0 


R5-1 03374 


RP#48 


RP-1 00510 


0140 


- 


Clarification to default message content for Modify EPS 
Bearer Context Request message 




9.0.0 


9.1.0 


R5-1 03625 


RP#48 


RP-1 00510 


0141 


- 


Clarification to default message content for RRC 
Connection Reconfiguration message 




9.0.0 


9.1.0 


R5-1 03626 


RP#48 


RP-1 00524 


0123 


- 


Addition of WLAN test cell 




9.0.0 


9.1.0 


R5-1 03647 


RP#48 


RP-1 00524 


0124 


- 


Addition of default message contents for mobility 
management based on DSMIPv6 testing 




9.0.0 


9.1.0 


R5-1 03648 


RP#48 


RP-1 00510 


0125 


- 


Update default message contents for EPS attach 
conditions 




9.0.0 


9.1.0 


R5-1 03673 


RP#48 


RP-1 00510 


0126 


- 


Update default message with network support for IMS 
voice 




9.0.0 


9.1.0 


R5-1 03674 


RP#48 


RP-1 00510 


0127 


- 


Correction to Generic Test Procedure in TS 36.508 




9.0.0 


9.1.0 


R5-1 03675 


RP#48 


RP-1 00510 


0128 


- 


Default settings of suitable - non-suitable cells for 
UTRAN/GERAN 




9.0.0 


9.1.0 


R5-1 03677 


RP#48 


RP-1 00510 


0129 


- 


Correction to IE schedulingRequestConfig during 
Handover 




9.0.0 


9.1.0 


R5-1 03678 


RP#48 


RP-1 00510 


0130 


- 


Update generic procedures for IMS 




9.0.0 


9.1.0 


R5-1 03679 


RP#48 


RP-1 00510 


0131 


- 


Aligning E-UTRAN USIM parameters for multi-RAT 
devices 




9.0.0 


9.1.0 


R5-1 03680 


RP#48 


RP-1 00510 


0132 


- 


Adding Additional Update Result handling to the default 
messages 




9.0.0 


9.1.0 


R5-1 03681 


RP#48 


RP-1 00509 


0133 


- 


Connection diagram update for intra-freq measurement 
with phase rotator 




9.0.0 


9.1.0 


R5-1 03770 


RP#48 


RP-1 00509 


0134 


- 


Update of default bandwidth configuration for Signalling 
for Band 38 




9.0.0 


9.1.0 


R5-103813 


RP#48 


RP-1 00524 


0135 


- 


Addition of generic procedures for mobility management 
based on DSMIPv6 testing 




9.0.0 


9.1.0 


R5-1 03858 


RP#48 


RP-1 00510 


0136 


- 


Addition of new generic procedure for MO SMS over 
SGs and clarifications 




9.0.0 


9.1.0 


R5-1 03869 


RP#48 


RP-1 00510 


0137 


- 


Addition of generic procedures for HRPD and IxRTT 
pre-registration 




9.0.0 


9.1.0 


R5-1 03870 


RP#48 


RP-1 00510 


0138 


- 


Introduction of reference information for test case 
postambles 




9.0.0 


9.1.0 


R5-1 03875 


RP#48 


RP-1 00509 


0139 


- 


Physical layer parameter correction to DCI formats used 
in RF tests 




9.0.0 


9.1.0 


R5-1 03885 


RP#49 


RP-1 0081 2 


0145 


- 


Update of tested channel bandwidths for Bands 13, 14 
and 17 




9.1.0 


9.2.0 


R5-1 04089 


RP#49 


RP-1 0081 6 


0146 


- 


Correction to remove special configurations for UM 
Bearer test cases 




9.1.0 


9.2.0 


R5-104106 


RP#49 


RP-1 0081 6 


0147 




Clarification to the procedure: UE triggered 
establishment of a default EPS bearer context 
associated with an additional PDN 




9.1.0 


9.2.0 


R5-104128 


RP#49 


RP-1 0081 6 


0148 


- 


Correction to Inter-frequency carrier frequency list in 
SIB5 and E-UTRA carrier frequency list in SIB1 9 




9.1.0 


9.2.0 


R5-104169 


RP#49 


RP-1 0081 6 


0149 


- 


Update of 6.2.3 of 36.508 - description of default 
frequency for the single cell signalling test 




9.1.0 


9.2.0 


R5-1 04220 


RP#49 


RP-1 00831 


0150 


- 


Update of default message contents for DSMIPv6 
testing 




9.1.0 


9.2.0 


R5-1 04392 


RP#49 


RP-1 00837 


0151 


- 


Addition of UE test state model for HRPD 




9.1.0 


9.2.0 


R5-1 04454 


RP#49 


RP-1 0081 2 


0152 


- 


Correction to Qrxlevmin in SIB 1 for RF and RRM 




9.1.0 


9.2.0 


R5-1 04503 


RP#49 


RP-1 0081 6 


0153 


- 


Specification of HRPD specific values in SIB8 




9.1.0 


9.2.0 


R5-1 04547 


RP#49 


RP-1 0081 6 


0154 


- 


Update of default bandwidth configuration for signalling 




9.1.0 


9.2.0 


R5-1 04685 


RP#49 


RP-1 0081 6 


0155 


- 


Clarification to packet filter identifier and precedence in 
TFT 




9.1.0 


9.2.0 


R5-1 04702 


RP#49 


RP-1 0081 6 


0156 


- 


Add P-CSCF method II for IMS 




9.1.0 


9.2.0 


R5-1 04703 


RP#49 


RP-1 0081 6 


0157 


- 


Update generic procedures for IMS 




9.1.0 


9.2.0 


R5-1 04704 


RP#49 


RP-1 0081 6 


0158 


- 


Correction of clause 4.3.3.4 




9.1.0 


9.2.0 


R5-1 04705 


RP#49 


RP-1 0081 6 


0159 


- 


Correction to Downlink Frequency for N_DL 4850 




9.1.0 


9.2.0 


R5-1 04706 
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RP#49 


RP-100816 


0160 


- 


Default message contents for UTRAN and GERAN 




9.1.0 


9.2.0 


R5-1 04707 


RP#49 


RP-100812 


0161 


- 


Addition of the new connection diagram for the CSI test 
case 




9.1.0 


9.2.0 


R5-1 04884 


RP#49 


RP-100816 


0162 


- 


Correction to reference end states 




9.1.0 


9.2.0 


R5-1 05003 


RP#49 


RP-1 00837 


0163 


- 


Correction for Timer Tolerances 




9.1.0 


9.2.0 


R5-1 05050 


RP#49 


RP-1 00885 


0165 


- 


Introduction of default message contents for HRPD 
overhead messages 




9.1.0 


9.2.0 


- 


GP#49 


GP-101743 


0166 




Update of Common parameters for simulated GERAN 
cells for supporting GERAN-EUTRAN Inter-RAT cell 
reselection 




9.2.0 


9.3.0 


GP-101743 


RP#50 


RP-101138 


0167 




IVIBSFN configuration for RRIVI tests using E-UTRA FDD 
cells 




9.2.0 


9.3.0 


R5-1 06070 


RP#50 


RP-1 01 155 


0169 




CR to 36.508: Update test frequencies for EUTRA TDD 
LTE band 41 . 




9.2.0 


9.3.0 


R5-106105 


RP#50 


RP-1 01 142 


0168 




CR to 36.508: Correction to HRPD Overhead messages 
(subclause 4.4.7.1) 




9.2.0 


9.3.0 


R5-106116 


RP#50 


RP-1 01 142 


0170 




Addition of test frequencies for LTE-C2k interworking 
test cases 




9.2.0 


9.3.0 


R5-1 06298 


RP#50 


RP-1 01 142 


0172 




Addition of UTRA reference radio parameters and 
combination for PS RB and Speech 




9.2.0 


9.3.0 


R5-1 06383 


RP#50 


RP-1 01 142 


0175 


- 


Correction to EUTRA carrier frequency list in SIB19 




9.2.0 


9.3.0 


R5-1 06421 


RP#50 


RP-1 01 142 


0171 




Correction to the IDENTITY RESPONSE (with IMSI) 
message 




9.2.0 


9.3.0 


R5-1 06551 


RP#50 


RP-1 01 142 


0178 


- 


Correction for DRX offset start time 




9.2.0 


9.3.0 


R5-1 06552 


RP#50 


RP-1 01 142 


0177 




Correction of specific message content for generic 
procedures (state 2 and state 2A) 




9.2.0 


9.3.0 


R5-1 06596 


RP#50 


RP-101138 


0180 


- 


LTE-RF state 3A 




9.2.0 


9.3.0 


R5-1 06597 


RP#50 


RP-1 01 142 


0176 




Correction to security protection header for Identity 
Request message 




9.2.0 


9.3.0 


R5-1 06611 


RP#50 


RP-1 01 142 


0173 


- 


Addition of new system information combinations 




9.2.0 


9.3.0 


R5-106616 


RP#50 


RP-1 01 142 


0174 


- 


Remove SS requirement for IMS in UTRA 




9.2.0 


9.3.0 


R5-1 06690 


RP#50 


RP-1 01 159 


0179 




Corrections to default settings for Elementary Files 
(EFs) on Test USIM 




9.2.0 


9.3.0 


R5-106819 


RP#50 


RP-101138 


0181 


- 


Update of the RF exceptional RRC message 




9.2.0 


9.3.0 


R5-1 06820 


RP#51 


RP-110161 


0182 




Update of HRPD overhead message parameters 
AccessSignature, SectorSignature 




9.3.0 


9.4.0 


R5-1 10069 


RP#51 


RP-110161 


0183 


- 


Add a new eUTRA sub-end state E2_T3440 




9.3.0 


9.4.0 


R5-110105 


RP#51 


RP-110161 


0184 


- 


Correction for NAS message NOTE 




9.3.0 


9.4.0 


R5-1 10229 


RP#51 


RP-110161 


0185 


- 


Addition of CSIM default contents 




9.3.0 


9.4.0 


R5-1 10331 


RP#51 


RP-110161 


0186 




Update of Table 4.4.2-1 with HRPD/lxRTT frequency 
range info 




9.3.0 


9.4.0 


R5-1 10332 


RP#51 


RP-1 101 57 


0187 


- 


Update of the RF exceptional RRC message 




9.3.0 


9.4.0 


R5-1 10410 


RP#51 


RP-110161 


0188 


- 


Editorial correction for IMS signalling 




9.3.0 


9.4.0 


R5-1 10433 


RP#51 


RP-110161 


0189 


- 


Correction to SIB combinations related to HeNB Cells 




9.3.0 


9.4.0 


R5-1 10471 


RP#51 


RP-110161 


0190 




Correction to default message content for Detach 
Request message 




9.3.0 


9.4.0 


R5-1 10472 
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RP#51 


RP-110157 


0191 


- 


Removal of Lower Humidity Limit in Normal Conditions 




9.3.0 


9.4.0 


R5-1 10534 


RP#51 


RP-110157 


0192 


- 


Correction of EARFCN numbers for band 41 




9.3.0 


9.4.0 


R5-1 10542 


RP#51 


RP-110161 


0193 




Removal of "IVIodified contents of the EFs at the ISIIVI 
ADF (application DF) level" 




9.3.0 


9.4.0 


R5-1 10593 


RP#51 


RP-110161 


0194 




Correction of the IBs for compressed mode in table 
4.7B.1-5 




9.3.0 


9.4.0 


R5-1 10601 


RP#51 


RP-110161 


0195 




Update to default message content for TRACKING 
AREA UPDATE REQUEST message 




9.3.0 


9.4.0 


R5-1 10703 


RP#51 


RP-110161 


0196 


- 


Add default APN for IMS 




9.3.0 


9.4.0 


R5-1 10708 


RP#51 


RP-110161 


0197 




Introduction of over head messages for CDMA2000 
1XRTT 




9.3.0 


9.4.0 


R5-1 10710 


RP#51 


RP-110161 


0198 


- 


Addition of default SMS over SGs message contents 




9.3.0 


9.4.0 


R5-1 10875 


RP#51 


RP-110161 


0199 




Correction to Test procedure to check that UE is 
camped on E-UTRAN cell upon mobility from another 
RAT' 




9.3.0 


9.4.0 


R5-1 10746 


RP#51 


RP-110161 


0200 


- 


Correction of frequency allocations 




9.3.0 


9.4.0 


R5-1 10788 


RP#51 


RP-110161 


0201 


- 


Update of Reference packet filters contents 




9.3.0 


9.4.0 


R5-1 10789 


RP#51 


RP-110157 


0202 




Correction to FDD Reference Test Frequencies for 
Operating Band 12 




9.3.0 


9.4.0 


R5-1 10846 


RP#51 


RP-110157 


0203 


- 


LTE RF: state 3A-RF update 




9.3.0 


9.4.0 


R5-1 10937 


RP#51 


RP-110172 


0204 


- 


Add test frequencies for bands 42, 43 (3500MHz) 




9.3.0 


9.4.0 


R5-1 10968 


RP#52 


RP-1 10647 


0205 




Correction to default message content of LOCATION 
UPDATING REQUEST message 




9.4.0 


9.5.0 


R5-112114 


RP#52 


RP-1 10647 


0206 




Correction to default message content of TRACKING 
AREA UPDATE REQUEST message 




9.4.0 


9.5.0 


R5-112120 


RP#52 


RP-1 10643 


0207 




PRACH-Config-DEFAULT for RF-tests TDD: Correction 
to derivation path 




9.4.0 


9.5.0 


R5-112146 


RP#52 


RP-1 10643 


0208 




Correction to connection diagram for CQI with uneven 
interference test (A.21) 




9.4.0 


9.5.0 


R5-112147 


RP#52 


RP-1 10647 


0209 




Update to Common contents of system information 
blocks 




9.4.0 


9.5.0 


R5-112161 


RP#52 


RP-1 10647 


0210 


- 


Addition of missing labels in Figure 4.5.1-1 




9.4.0 


9.5.0 


R5-1 12278 


RP#52 


RP-1 10647 


0211 


- 


Corrections to Table 4.3.7-6 




9.4.0 


9.5.0 


R5-1 12279 


RP#52 


RP-1 10647 


0212 


- 


Update of CSIM default contents 




9.4.0 


9.5.0 


R5-1 12285 


RP#52 


RP-1 10660 


0213 


- 


Add emergency bearer support 




9.4.0 


9.5.0 


R5-1 12289 


RP#52 


RP-1 10667 


0214 


- 


Band 24 Addition to TS 36.508 




9.4.0 


9.5.0 


R5-1 12381 


RP#52 


RP-1 10643 


0215 


- 


New connection diagrams to Annex A 




9.4.0 


9.5.0 


R5-1 12458 


RP#52 


RP-1 10647 


0216 




Correction to Derivation Path for RB Setup on UTRA 
side (condition UTRA PS RB) 




9.4.0 


9.5.0 


R5-1 12571 


RP#52 


RP-1 10647 


0217 


- 


Update APN check at attach 




9.4.0 


9.5.0 


R5-1 12598 


RP#52 


RP-1 10647 


0218 


- 


Update of SIB7 default message contents 




9.4.0 


9.5.0 


R5-1 12599 


RP#52 


RP-1 10647 


0219 




Clarification to conditions for IP address configuration 
over user plane 




9.4.0 


9.5.0 


R5-1 12600 
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0220 




Introduction of UE Test Loop Mode C for LTE MBMS 
testing 




9.4.0 


9.5.0 


R5-1 12675 


RP#52 


RP-1 10647 


0??? 


- 


Update 36.508 QoS definition for InterRat test cases 




9.4.0 


9.5.0 


R5-1 12698 


RP#52 


RP-110666 


0221 




Addition of some IVIBIVIS related message definitions in 
TS36.508 




9.4.0 


9.5.0 


R5-1 12748 


RP#52 


RP-1 10647 


0223 




Introduction of generic CS fall back procedures for 
UTRAN and GERAN 




9.4.0 


9.5.0 


R5-1 12751 


RP#52 


RP-1 10643 


0224 


- 


Default Bandwidth Configuration for RF Testing 




9.4.0 


9.5.0 


R5-1 12760 


RP#52 


RP-1 10643 


0225 




Update for PRACH-Config-DEFAULT for the default 
TDD RRM message 




9.4.0 


9.5.0 


R5-1 12872 


RP#52 


RP-1 10647 


0205 




Correction to default message content of LOCATION 
UPDATING REQUEST message 




9.4.0 


9.5.0 


R5-112114 


RP#52 


RP-1 10647 


0206 




Correction to default message content of TRACKING 
AREA UPDATE REQUEST message 




9.4.0 


9.5.0 


R5-112120 


RP#52 


RP-1 10643 


0207 




PRACH-Config-DEFAULT for RF-tests TDD: Correction 
to derivation path 




9.4.0 


9.5.0 


R5-112146 


RP#52 


RP-1 10643 


0208 




Correction to connection diagram for CQI with uneven 
interference test (A.21) 




9.4.0 


9.5.0 


R5-112147 


RP#52 


RP-1 10647 


0209 




Update to Common contents of system information 
blocks 




9.4.0 


9.5.0 


R5-112161 


RP#52 


RP-1 10647 


0210 


- 


Addition of missing labels in Figure 4.5.1-1 




9.4.0 


9.5.0 


R5-1 12278 


RP#52 


RP-1 10647 


0211 


- 


Corrections to Table 4.3.7-6 




9.4.0 


9.5.0 


R5-1 12279 


RP#52 


RP-1 10647 


0212 


- 


Update of CSIM default contents 




9.4.0 


9.5.0 


R5-1 12285 


RP#52 


RP-1 10660 


0213 


- 


Add emergency bearer support 




9.4.0 


9.5.0 


R5-1 12289 


RP#52 


RP-1 10667 


0214 


- 


Band 24 Addition to TS 36.508 




9.4.0 


9.5.0 


R5-1 12381 


RP#52 


RP-1 10643 


0215 


- 


New connection diagrams to Annex A 




9.4.0 


9.5.0 


R5-1 12458 


RP#52 


RP-1 10647 


0216 




Correction to Derivation Path for RB Setup on UTRA 
side (condition UTRA PS RB) 




9.4.0 


9.5.0 


R5-1 12571 


RP#52 


RP-1 10647 


0217 


- 


Update APN check at attach 




9.4.0 


9.5.0 


R5-1 12598 


RP#52 


RP-1 10647 


0218 


- 


Update of SIB7 default message contents 




9.4.0 


9.5.0 


R5-1 12599 


RP#52 


RP-1 10647 


0219 




Clarification to conditions for IP address configuration 
over user plane 




9.4.0 


9.5.0 


R5-1 12600 


RP#52 


RP-1 10647 


0222 


- 


Update 36.508 QoS definition for InterRat test cases 




9.4.0 


9.5.0 


R5-1 12698 


RP#52 


RP-110666 


0221 




Addition of some MBMS related message definitions in 
TS36.508 




9.4.0 


9.5.0 


R5-1 12748 


RP#52 


RP-1 10647 


0223 




Introduction of generic CS fall back procedures for 
UTRAN and GERAN 




9.4.0 


9.5.0 


R5-1 12751 


RP#52 


RP-1 10643 


0224 


- 


Default Bandwidth Configuration for RF Testing 




9.4.0 


9.5.0 


R5-1 12760 


RP#52 


RP-1 10643 


0225 




Update for PRACH-Config-DEFAULT for the default 
TDD RRM message 




9.4.0 


9.5.0 


R5-1 12872 


RP#53 


RP-1 11 138 


0226 




Correction for generic CS fallback procedures for 
UTRAN 




9.5.0 


9.6.0 


R5-1 13033 


RP#53 


RP-1 11 138 


0227 


- 


Correction to paging test procedure 




9.5.0 


9.6.0 


R5-113163 


RP#53 


RP-1 11 138 


0228 


- 


Deletion of 'EPSOnlyAttachForced' in common part 




9.5.0 


9.6.0 


R5-113195 
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Deletion of 'EPSOnlyAttachForced' in RF part 




9.5.0 


9.6.0 


R5-113213 


RP#53 


RP-111135 


0230 




Correction to PhysicalConfigDedicated-DEFAULT for 
HO case 




9.5.0 


9.6.0 


R5-1 13450 


RP#53 


RP-111138 


0231 




Addition of the 'Expanded 1900 IVIHz band' as operating 
band 25 to TS 36.508 




9.5.0 


9.6.0 


R5-1 13500 


RP#53 


RP-111153 


0232 


- 


Band 24 Details for Signalling part of 36.508 




9.5.0 


9.6.0 


R5-1 13521 


RP#53 


RP-111138 


0233 


- 


Add new SI combination 




9.5.0 


9.6.0 


R5-1 13658 


RP#53 


RP-111138 


0234 




Update of HRPD/lxRTT test frequencies, pre- 
registration procedures and message contents 




9.5.0 


9.6.0 


R5-1 13659 


RP#53 


RP-111138 


0235 


- 


Correction to test procedures specific message contents 




9.5.0 


9.6.0 


R5-1 13660 


RP#53 


RP-111138 


0236 




Correction to 'Test procedure to check that UE is 
camped on E-UTRAN cell upon mobility from another 
RAT' 




9.5.0 


9.6.0 


R5-1 13661 


RP#53 


RP-111138 


0237 


- 


Correction for the default NAS message contents 




9.5.0 


9.6.0 


R5-1 13662 


RP#53 


RP-111138 


0238 


- 


Update UTRA RRC messages 




9.5.0 


9.6.0 


R5-1 13663 


RP#53 


RP-111138 


0239 


- 


Update UTRA NAS messages 




9.5.0 


9.6.0 


R5-1 13664 


RP#53 


RP-111138 


0240 




Addition of default GERAN message PS HANDOVER 
COMMAND 




9.5.0 


9.6.0 


R5-1 13665 


RP#53 


RP-111138 


0241 


- 


Update test procedure 6.4.3.7.6 




9.5.0 


9.6.0 


R5-1 13666 


RP#53 


RP-111138 


0242 


- 


Update test procedure 6.4.3.7.5 




9.5.0 


9.6.0 


R5-1 13667 


RP#53 


RP-111155 


0243 


- 


Update test frequencies for FDD LTE Band 23 in 36.508 




9.5.0 


9.6.0 


R5-1 13749 


RP#53 


RP-111138 


0244 




Correction on the IE ReportConfigEUTRA-PERIODICAL 
definition 




9.5.0 


9.6.0 


R5-1 13751 


RP#53 


RP-111148 


0245 


- 


Correction to TS36.508 subclause 4.6.1 




9.5.0 


9.6.0 


R5-1 13761 


RP#53 


RP-111145 


0246 




Combined parallel procedures between EUTRA/EPC 
and IMS emergency call 




9.5.0 


9.6.0 


R5-1 13801 


RP#53 


RP-111135 


0247 


- 


RF/RRM State 3A-RF: Editors note 




9.5.0 


9.6.0 


R5-1 14037 


RP#54 


RP-111579 


0248 




Correction of the default message contents of 
Transaction Identifiers in Activate Default EPS Bearer 
Context and Activate Dedicated EPS Bearer Context 
messages 




9.6.0 


9.7.0 


R5-1 15091 


RP#54 


RP-111596 


0250 


- 


Adding band 22 (3500MHz FDD) to 36.508 




9.6.0 


9.7.0 


R5-115185 


RP#54 


RP-111579 


0251 




Update of UE Registration pre-registration on IxRTT 
registrationPeriod 




9.6.0 


9.7.0 


R5-1 15264 


RP#54 


RP-111579 


0252 


- 


Update UTRA RRC message for handover to UTRAN 




9.6.0 


9.7.0 


R5-1 15533 


RP#54 


RP-111579 


0253 


- 


Add reference default EPS bearer context for QCI 5 




9.6.0 


9.7.0 


R5-1 15537 


RP#54 


RP-111579 


0254 


- 


Correction of EPS Bearer Contexts 




9.6.0 


9.7.0 


R5-1 15585 


RP#54 


RP-111579 


0255 


- 


Correction to ESM default messages 




9.6.0 


9.7.0 


R5-115618 


RP#54 


RP-111579 


0256 




Introduction of Combined Generic test procedure for 
IMS Speech call 




9.6.0 


9.7.0 


R5-115619 


RP#54 


RP-111576 


0257 


- 


default band configuration for RF testing in band 25 




9.6.0 


9.7.0 


R5-1 15633 


RP#54 


RP-111579 


0258 




Complete the system configuration for dual mode 
network scenario 




9.6.0 


9.7.0 


R5-1 15694 
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- 


Updates for IxRTT pre-registration scenario 




9.6.0 
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Update of UE IxRTT registrationPeriod in 
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9.6.0 


9.7.0 


R5-1 15750 


RP#54 


RP-111579 


0262 


- 


Correction to IxRTT Overhead Message contents 




9.6.0 


9.7.0 


R5-1 15791 


RP#55 


RP-120176 


0263 




Correction to measurement control and report in default 
UTRA message 




9.7.0 


9.8.0 


R5-1 20311 


RP#55 


RP-120176 


0264 




Update of E-UTRAN_QRXLEVMIN in SIB19 and SI2 
Quater 




9.7.0 


9.8.0 


R5-120312 


RP#55 


RP-120176 


0265 


- 


Update of RF Reference system configurations 




9.7.0 


9.8.0 


R5-120313 


RP#55 


RP-120179 


0266 
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Correction of Physical Layer configurations 




9.7.0 


9.8.0 


R5-1 20497 


RP#55 


RP-120179 


0267 


- 


Correction of E2_T3440 state definition 




9.7.0 


9.8.0 


R5-1 20566 


RP#55 


RP-120179 


0268 




Correction of default PCO value in some ESM 
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9.7.0 


9.8.0 


R5-1 20572 


RP#55 


RP-120179 


0269 




Correction to the default message content of GERAN 
carrier frequency group list for E-UTRA cells 




9.7.0 


9.8.0 


R5-1 20604 


RP#55 


RP-120179 


0270 


- 


Update of SystemlnformationBlockTypel 




9.7.0 


9.8.0 


R5-120616 


RP#55 


RP-120179 


0271 




Update the default configuration of channel bandwidth 
for Band 39 for signalling testing 




9.7.0 


9.8.0 


R5-120617 


RP#55 
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0272 




Correction for UE pre-registration on CDMA2000 
system 




9.7.0 


9.8.0 


R5-120618 
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0273 
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Update to Reference default EPS bearer context #2 




9.7.0 


9.8.0 


R5-120619 


RP#55 


RP-120179 


0274 




Correction to the default (UTRA) Physical Channel 
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9.7.0 


9.8.0 


R5-1 20620 


RP#55 


RP-120179 


0275 
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Correction of default measurement gap offset 
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R5-1 20621 
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Correction to carrier bandwidth 
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Update generic procedure 4.5A.4 
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Update generic procedure 4.5A.5 
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Addition of the default value of Carrier Aggregation 
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Correction of UE Release in UE capability 
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handover to UTRA 
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Correction to test procedure sequence 6.4.2.7A for 
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